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KeConnect C2 

C2-SM 250/A SSI interface module 

 

 

 

• 4 SSI interfaces 
 

• Baudrate: adjustable from  
125 kBit/s to 1 MBit/s 
 

• Sensor failure detection 

 
 

Brief description 

The C2-SM 250/A is an interface module of the Keba module system. The module is added directly on 
to a central processor module. A bus link module is used to operate this module with all product lines 
of the KeControl C2 system.  
 
 
This module allows connecting up to 4 absolute stroke measuring systems. 
 
Four C2-SM 250/A modules can be added on to a CPU module or to a C2-BL 250/A or C2-BL 250/B. 
Two C2-SM 250/A can be added on to a C2-BL 210/A or C2-BL 210/B. 
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Technical Data 

General information 

Power supply voltage: 24 V DC from the front (19.2 V to 30 V, acc. to EN 61131-2) 
24 V DC from K Bus 
5 V DC from K Bus 

Addressing at K-Bus: Via 16-digit address switch, on the side 

Maximum power consumption: 24 W when all 4 SSI interfaces are operated at a full load of 
250 mA. (power supply: 24 V DC from the front) 

Power consumption of 24 V K-Bus: 0 W 

Power consumption of 5 V K-Bus: 0.65 W 

 

Environmental conditions 

Operating temperature: +5° C to +55° C 

Storage temperature: -40° C to +70° C 

Relative humidity of air: 10 % to 95 % (non condensing) 

Vibration resistance: according to EN 61131-2 

Shock resistance: according to EN 61131-2 

Over voltage class: II 

Protection class: III (acc. to EN 61131-2) 

 

SSI interfaces 

Number of interfaces: 4 

Output voltage for transducer supply: +24 V DC 

Maximum current for transducer 
supply: 

250 mA (per channel) 

Baud rate: 125 kBit/s, 250 kBit/s, 500 kBit/s, 1 MBit/s 

Galvanic isolation: No 

Sensor failure detection: Yes 

 

Casing, dimensions 

Dimensions:  

 Module height: 120 mm 

 Mounting depth: 100 mm 

 Module width: 22.5 mm 

 Module width 
 (incl. K-Bus plug): 

32.5 mm 

Weight: 140 g 

 
 


