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KeConnect C2 

C2-TM 225/A Temperature Module 

 

 

 

• Temperature module 

• For resistance sensors PT100/1000 

• 2 and/or 4 conductor technique 

• Resolution up to 14 Bit 

 
 

Brief description 

The C2-TM 225/A is a temperature measurement module from the Keba module system. A bus link 
module is used to operate this module with all product lines of the KeControl C2 system.  
 
This analog input module allows direct connection of the resistance sensors PT100/1000. Up to 4 
temperature sensors can be operated in 2- or 4 conductor technology. When using the 4 conductor 
technique, interferences of the line lengths are compensated so that the precision of the measurement 
is increased. A micro-controller realizes the calibration and linearization of the temperature values. A 
sensor failure is notified to the superior central processor module and can be evaluated in the 
application.  
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Technical Data 

General information 

Supply voltage logic: +5 V DC K-Bus supply 
Ratings 5V at K-Bus: Max. 0.3 W 
Addressing at K-Bus: Via 16-digit address switch, on the side 
Connection terminals: Open terminals, grid dimensions 5.08 mm 

PT100 Inputs 

Number of inputs: 4 
Sensor type: PT100 
Signal range: -100°C to +850°C (corresponds with 60Ω to 390Ω) 
Linearization method: Internal 
Input type: 4-wire or 2-wire measurement 
Galvanic isolation: No 
Calibration Yes 
Sensor failure detection Yes 
Constant current output: Per type 600 µA 
Scan repeat cycle: 2 ms 
Input impedance at signal range: 10 MΩ 
Input filter characteristic – order: First order 
Input filter characteristic – transfer frequency: 15 Hz 
Digital resolution: 14 Bit 
Transformation method: Suczessive approximation 
Monotonicity without error codes: Yes 
Synchroneity control: ± 13.5 V 
Synchroneity suppression: >80 dB 
Value of the lowest-value Bit (LSB): 0,058 °C 
Maximum permitted continuous load (without 
damage) 

± 30 V 

Typ. temp. coefficient measurement error: ± 5 ppm of scale end value / °C 
Max. temp. coefficient measurement error: ± 20 ppm of scale end value / °C 
Biggest error at 25°C ± 0,01% of scale end value 
Mean value formation Sliding mean value formation over 100 ms 

Interfaces 

System bus-interface: Parallel Bus-interfaces, plug-in on side 

Dimensions: 

Footprint:  
 Module height: 120 mm 
 Mounting depth: 100 mm 
 Front panel width: 22.5 mm 
 Module width (incl. K-Bus plug): 32.5 mm 
Weight 134 g 

Standards: 

The module conforms to the norms: 
General information  
 UL 508 listed 

 
Product standard for  
programmable controllers:  
 IEC 61131-1:2003 General information 
 IEC 61131-2:2003 Hardware 

 


