
MultiFeeder

Bunker Systems



Product Description 
MultiFeeder

The latest innovation from Westeria® 
matches even better the requirements 
of bunker systems that are designed 
to meet individual demands. By a 
sophisticated modular system, the 
specific requirements are fully met. 
The highlight of the MultiFeeder is the 
linear distribution of the input material. 
Thus, the system is extremely space-
saving and can be easily integrated in 
existing units. The bunker system is 
available in 4 different designs. 
Depending upon the processed material,

we optionally offer the MultiFeeder as 
chain belt conveyor, slat conveyor, belt 
conveyor and with push-floor. All types 
are available in operartion widths of 
1,200 mm, 1,600 mm and 2,000 mm, 
at a maximal bunker length of 12 m. 

No matter whether you want to process 
light materials such as foils/PET-bottles, 
dry goods, such as paper/carton or 
sharp-edged or hot materials – with the 
Westeria® MultiFeeder you will always 
make the right choice!

Advantages

 Available in 4 diff erent designs: 
 belt conveyor, chain belt conveyor, 
 slat conveyor and with push fl oor

Performance

 The whole system is strictly conceived 
 according to the building kit principle

 All bunker models can be quickly and
 easily disassembled into their 
 individual modules, making it possible
 to be shipped in a standard ISO sea
 container

 Due to the modular construction the 
 bunker can be fl exibly extended and
 therefore has a high value retention

 Bunker volume range from 10 m³ to 
 40 m³ from the same construction 
 elements  

 Optimum usage width in relation to 
 the outer width

Statics

 Three available series off er the right 
 bunker for every material: 
 · Light design up to 0.3 t / m³ 
 · Medium design up to 0.6 t / m³ 
 · Heavy design up to 1.2 t / m³

 Various wall designs available: 
 galvanized or optionally stainless 
 steel, Hardox or painted

Dosage drum

 The optional dosing roller ensures 
 even material output even with a full 
 bunker Load

 The special Westeria® sealing system 
 prevents material jams between the 
 casing wall and the drum

 Various driver tools for optimum 
 function with a variety of materials

Drive

 Execution hydraulic or electric

 Very consistent dosing of the 
 MovingFloor through the special 
 electric Westeria® drive system



Technical data 
MultiFeeder PlateCon MultiFeeder ChainCon

Model Parameter MultiFeeder PlateCon

V Calculatory volume (cbm) L1 x B1 x HS 13 17 22 15 21 26 19 25 31 25 34 42

L1 Bunker length (mm) 4455 5940 7425 4455 5940 7425 4455 5940 7425 4455 5940 7425

BG Width of belt (mm) 1300 1300 1300 1600 1600 1600 2000 2000 2000 2000 2000 2000

B1 Bunker internal width (mm) 1566 1566 1566 1866 1866 1866 2266 2266 2266 2266 2266 2266

B2 External dimensions over everything (mm) 2692 2692 2692 2992 2992 2992 3392 3392 3392 3392 3392 3392

B3 Support distance (mm) 2352 2352 2352 2652 2652 2652 3052 3052 3052 3052 3052 3052

B4 Internal dimensions flange (mm) 1560 1560 1560 1860 1860 1860 2260 2260 2260 2260 2260 1260

HS Side wall height from superstructure  
plates (mm) 1895 1895 1895 1895 1895 1895 1895 1895 1895 2535 2535 2535

HR Height (mm) 648 648 648 648 648 648 648 648 648 648 648 648

H

Support height 600 (mm)

H2 1248 1248 1248 1248 1248 1248 1248 1248 1248 1248 1248 1248

H3 830 830 830 830 830 830 830 830 830 830 830 830

H4 3783 3783 3783 3783 3783 3783 3783 3783 3783 3783 3783 3783

Support height 800 (mm)

H2 1448 1448 1448 1448 1448 1448 1448 1448 1448 1448 1448 1448

H3 1030 1030 1030 1030 1030 1030 1030 1030 1030 1030 1030 1030

H4 3983 3983 3983 3983 3983 3983 3983 3983 3983 3983 3983 3983

Support height 1000 (mm)

H2 1648 1648 1648 1648 1648 1648 1648 1648 1648 1648 1648 1648

H3 1230 l230 230 1230 1230 l230 1230 1230 1230 230 1230 1230

H4 4183 4183 4183 4183 4183 4183 4183 4183 4183 4183 4183 4183

Support height 1200 (mm)
(drawed example)

H2 1848 1848 1848 1848 1848 1848 1848 1848 1848 1848 1848 1848

H3 1430 1430 1430 1430 1430 1430 1430 1430 1430 1430 1430 1430

H4 4383 4383 4383 4383 4383 4383 4383 4383 4383 4383 4383 4383

Model Parameter MultiFeeder ChainCon

V Calculatory volume (cbm) L1 x B1 x HS 13 17 22 15 21 26 19 25 31 25 34 42

L1 Bunker length (mm) 4455 5940 7425 4455 5940 7425 4455 5940 7425 4455 5940 7425

BG Width of belt (mm) 1300 1300 1300 1600 1600 1600 2000 2000 2000 2000 2000 2000

B1 Bunker internal width (mm) 1566 1566 1566 1866 1866 1866 2266 2266 2266 2266 2266 2266

B2 External dimensions over everything (mm) 2692 2692 2692 2992 2992 2992 3392 3392 3392 3392 3392 3392

B3 Support distance (mm) 2352 2352 2352 2652 2652 2652 3052 3052 3052 3052 3052 3052

B4 Internal dimensions flange (mm) 1560 1560 1560 1860 1860 1860 2260 2260 2260 2260 2260 2260

HS Side wall height from superstructure  
plates (mm) 1896 1896 1896 1896 1896 1896 1896 1896 1896 2536 2536 2536

HR Height (mm) 647 647 647 647 647 647 647 647 647 647 647 647

H

Support height 600 (mm)

H2 1247 1247 1247 1247 1247 1247 1247 1247 1247 1247 1247 1247

H3 830 830 830 830 830 830 830 830 830 830 830 830

H4 3793 3793 3793 3793 3793 3793 3793 3793 3793 3793 3793 3793

Support height 800 (mm)

H2 1447 1447 1447 1447 1447 1447 1447 1447 1447 1447 1447 1447

H3 1030 1030 1030 1030 1030 1030 1030 1030 1030 1030 1030 1030

H4 3983 3983 3983 3983 3983 3983 3983 3983 3983 3983 3983 3983

Support height 1000 (mm)

H2 1647 1647 1647 1647 1647 1647 1647 1647 1647 1647 1647 1647

H3 1230 1230 1230 1230 1230 1230 1230 1230 1230 1230 1230 1230

H4 4183 4183 4183 4183 4183 4183 4183 4183 4183 4183 4183 4183

Support height 1200 (mm)
(drawed example)

H2 1847 1847 1847 1847 1847 1847 1847 1847 1847 1847 1847 1847

H3 1430 1430 1430 1430 1430 1430 1430 1430 1430 1430 1430 1430

H4 4383 4383 4383 4383 4383 4383 4383 4383 4383 4383 4383 4383
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Technical data 
MultiFeeder BeltCon MultiFeeder MovingFloor

Model Parameter MultiFeeder BeltCon

V Calculatory volume (cbm) L1 x B1 x HS 14 18 22 19 23 28 23 29 35 31 39 47

L1 Bunker length (mm) 5940 7425 8910 5940 7425 8910 5940 7425 8910 5940 7425 8910

BG Width of belt (mm) 1200 1200 1200 1600 1600 1600 2000 2000 2000 2000 2000 2000

B1 Bunker internal width (mm) 1348 1348 1348 1748 1748 1748 2148 2148 2148 2148 2148 2148

B2 External dimensions over everything (mm) 2692 2692 2692 3092 3092 3092 3492 3492 3492 3492 3492 3492

B3 Support distance (mm) 2352 2352 2352 2752 2752 2752 3152 3152 3152 3152 3152 3152

B4 Internal dimensions flange (mm) 1342 1342 1342 1742 1742 1742 2142 2142 2142 2142 2142 2142

HS Side wall height from superstructure belt (mm) 1845 1845 1845 1845 1845 1845 1845 1845 1845 2485 2485 2485

HR Height (mm) 688 688 688 688 688 688 688 688 688 688 688 688

H

Support height 600 (mm)

H2 1288 1288 1288 1288 1288 1288 1288 1288 1288 1288 1288 1288

H3 820 820 820 820 820 820 820 820 820 820 820 820

H4 3773 3773 3773 3773 3773 3773 3773 3773 3773 3773 3773 3773

Support height 800 (mm)

H2 1488 1488 1488 1488 1488 1488 1488 1488 1488 1488 1488 1488

H3 1020 1020 1020 1020 1020 1020 1020 1020 1020 1020 1020 1020

H4 3973 3973 3973 3973 3973 3973 3973 3973 3973 3973 3973 3973

Support height 1000 (mm)

H2 1688 1688 1688 1688 1688 1688 1688 1688 1688 1688 1688 1688

H3 1220 1220 1220 1220 1220 1220 1220 1220 1220 1220 1220 1220

H4 4173 4173 4173 4173 4173 4173 4173 4173 4173 4173 4173 4173

Support height 1200 (mm)
(drawed example)

H2 1888 1888 1888 1888 1888 1888 1888 1888 1888 1888 1888 1888

H3 1420 1420 1420 1420 1420 1420 1420 1420 1420 1420 1420 1420

H4 4373 4373 4373 4373 4373 4373 4373 4373 4373 4373 4373 4373

Model Parameter MultiFeeder MovingFloor

V Calculatory volume (cbm) L3 x B1 x HS 10 16 14 21 17 27 24 37

L1 Bunker length (mm) 4455 7425 4455 7425 4455 7425 4455 7425

L2 Rod length (mm) 5940 8910 5940 8910 5940 8910 5940 8910

L3 Length of filling (mm) 5445 8415 5445 8415 5445 8415 5445 8415

ZS Number of rods 3 3 4 4 5 5 5 5

B1 Bunker internal width (mm) 1203 1203 1600 1600 1997 1997 1997 1997

B2 External dimensions over everything (mm) 2692 2692 2992 2992 3392 3392 3392 3392

B3 Support distance (mm) 2352 2352 2652 2652 3052 3052 3052 3052

B4 Internal dimensions flange (mm) 1203 1203 1503 1503 1903 1903 1903 1903

HS Side wall height from superstructure rods (mm) 1610 1610 1610 1610 1610 1610 2250 2250

HR Height (mm) 423 423 423 423 423 423 423 423

H

Support height 600 (mm)

H2 1023 1023 1023 1023 1023 1023 1023 1023

H3 820 820 820 820 820 820 820 820

H4 3273 3273 3273 3273 3273 3273 3273 3273

Support height 800 (mm)

H2 1223 1223 1223 1223 1223 1223 1223 1223

H3 1020 1020 1020 1020 1020 1020 1020 1020

H4 3473 3473 3473 3473 3473 3473 3473 3473

Support height 1000 (mm)
(drawed example)

H2 1423 1423 1423 1423 1423 1423 1423 1423

H3 1220 1220 1220 1220 1220 1220 1220 1220

H4 3673 3673 3673 3673 3673 3673 3673 3673

Support height 1200 (mm)

H2 1623 1623 1623 1623 1623 1623 1623 1623

H3 1420 1420 1420 1420 1420 1420 1420 1420

H4 3873 3873 3873 3873 3873 3873 3873 3873
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Westeria® Fördertechnik GmbH
Raiffeisenstr. 2
D-48346 Ostbevern

Fon	 +49 (0) 25 32/88-0
Fax	 +49 (0) 25 32/77 70

verkauf@westeria.de
www.westeria.de

Westeria® Promotes Values

Production, logistics, recycling –  
specialized solutions are needed  
where piece and bulk goods are 
conveyed, mixed recyclable materials 
separated and sorted: efficient, sound, 
permanently reliable, tailor-made for 
special requirements.


